
BRONZE CHECK VALVES
5200CV & 5300CV SERIES

* Due to the continuous development of our products, design or construction may change without prior notice.

5300CV O-Ring Style
• Sizes 1¨, 2¨, 3¨, 4¨
• 300 PSI
• Designed for oil and gas production manifolds
• Ideal for salt water and other corrosive applications  

• Sizes 1/2” - 4”
• 200 PSI

Description Standard Material 
Body Cast Bronze
Cover  Cast Bronze
Clapper Cast Bronze
Pin Bronze
Bushings Bronze
Cover Seal 90 Durometer
Clapper Seal 90 Durometer 

Size Working 
Pressure

A
End to End Weight Part Number

1¨ 300 3 11/16 2 5300CV06

2¨ 300 5 3/16 5 5300CV09

3¨ 300 7 1/2 12 5300CV11

4¨ 300 9 1/4 30 5300CV12 

5200CV Metal Seat
Description Standard Material 
Body Brass ASTM B584
Bonnet  Brass ASTM B584
Clapper Brass ASTM B584
Pin Brass ASTM B584
 

Size Working 
Pressure

A
End to End Weight Part Number

1/2” 200 2.50 0.46 5200CV04
3/4” 200 2.32 0.66 5200CV05
1” 200 2.72 1.92 5200CV06

1 1/4” 200 3.11 1.60 5200CV07
1 1/2” 200 3.50 1.79 5200CV08

2” 200 4.29 2.87 5200CV09
2 1/2” 200 5.31 5.29 5200CV10

3” 200 6.30 8.82 5200CV11
4” 200 7.38 13.23 5200CV12


