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APl 6A GATE VALVES

SLAB GATE

LEVEL:
PSL1 - PSL3

MATERIAL CLASS:
AA -FF

PERFORMANCE RATING:
PR1 - PR2

BORE SIZES:
113/16” -7 1/16”

WORKING PRESSURE:
5,000 PSI - 15,000 PSI

TEMPERATURE RATING:
K-V

1
EXPANDING

LEVEL:
PSL1 - PSL3

MATERIAL CLASS:
AA -FF

PERFORMANCE RATING
PR1 - PR2

BORE SIZES:
21/16” -7 1116”

WORKING PRESSURE:
2,000 PSI - 5,000 PSI

TEMPERATURE RATING:
K-V

FLANGED BALL VALVES

GATE

TRUNNION SsEeries

FLOATER SsEeRIES

Chem Oil’s two-piece ball valve has been designed to handle extreme service applications with unsurpassed reliability. Valve body machined from solid
wrought material providing maximum strength and virtually no porosity. Chem Oil’s ball valve integrates the proven sealing technology and the design

capability to tackle the most demanding applications.

Benefits:

« Elimination of cold flow; high performance over wide
temperature and pressure range

« Ease of Automation with ISO5211 Pad.

» Wide range of process media and service conditions

* Pressure and temperature recovery, stem seal integrity
with a low operating torque

« Extra corrosion allowance for long life

« High integrity

« Certification of all pressure retaining parts available for
stringent specification requirements

Sigma Piping Products LL

12510 Cardinal Meadow ¢ Sugar La

Design Specification:

+ ASME B16.5: Pipe flanges and flanged fitting
* ASME B16.10: Face-to-face dimensions of
ferrous valves

* ASME B16.34: Steel valves (performance and
design)

* API 598: Tested & Checked

« API 6D (Pipeline valves) & API 607 (Fire Safe)
* MSS-SP 72: Ball valve for general service

* NACE compliant

77478 « 800.658.

Locking Plate:

As per OSHA requirements, Chem Oil offers a simple
cost effective tamper proof locking mechanism that
can be used in either the open position or closed
position. Once the padlock is inserted, the lock plate
cannot be removed from the valve even if the handle
nut is removed.

1528 Toll Free » 281.494




VALVES

1006WSW SERIES

1,000 PSI

FP 2 PIECE PTFE SEAT NACE
CR13 SS BALL SEAL WELDED
SIZE: 3" -4”

WWW.CHEMOILPRODUCTS.COM
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1017S SERIES

1,000 PSI

REDUCED PORT

SIZE: 1/4” - 27

B’FLY HANDLE AVAILABLE

3000WSW SERIES
3,000 PSI
FULL PORT
SIZE: 1/4” - 2”

CARBON STEEL SEAL WELDED BALL VALVES

‘F‘ Y Wi

2006WSW SERIES
2,000 PSI

FULL PORT-SEAL WELDED
SIZE: 1/4” - 2”

o

6000WSW SERIES
6,000 PSI

FULL PORT (2” RP)
SIZE: 1/4” - 2”

© &

1006WCW SERIES

1,000 PSI

FP 2 PIECE PTFE SEAT NACE CS
BALL SEAL WELDED

SIZE: 3” - 4”

2027WC SERIES
2,000 PSI

FULL PORT

SIZE: 1/4” - 1”

2006WCW SERIES
2,000 PSI

FULL PORT-SEAL WELDED
SIZE: 1/4” - 2”

3000WC SERIES
3,000 PSI

FULL PORT

SIZE: 1/4” - 2"

2017C SERIES
2,000 PSI
REDUCED PORT
SIZE: 1/4” - 2”

t?’ﬂ

6000WC SERIES
6,000 PSI

FULL PORT (2" RP)
SIZE: 1/4” - 2"
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VALVES
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TANK VALVES

1000 - 2000 WOG DUCTILE IRON
REDUCED PORT 2” - 4”
DUCTILE IRON BODY
1” FULL PORT

NACE MR0175

ASME B16.34

T——

SIZE: 1” - 47

GROOVED END BALL VALVE
LEVER OPERATED

750 PSI WP

DUCTILE IRON BODY

316 SS BALL & STEM

SIZE: 2” & 3”

TRC 5000 SerIies

BOLTED BODY - 5,000 PSI = r
REDUCED PORT

SIZE: 2”

r—

TRD FREEZE RESISTANT

THREADED END BALL VALVE
750 WP

DUCTILE IRON BODY

NACE COMPLIANT

SIZE: 27, 3", & 4”

3000B sERIES

600 WOG BRASS BALL VALVE
FULL PORT

UL APPROVED 1/4” - 2”
150 WSP (STEAM)

SIZE: 1/4” - 4“

2,500, 3,000 & 5,000 PSI
REDUCED PORT
SIZE: 2”

SIZE: 2”

BUTTERFLY VALVES

2014DWR SERIES

CF8M /316 SS DISC

BUNA SEATS, NICKEL PLATED D.I. DISC
SIZE: 2" - 12”

2014DL SERIES

CF8M / 316 STAINLESS DISC

BUNA SEATS, NICKEL PLATED D.I. DISC
SIZE: 2" - 12”

2014DW SERIES
CF8M / 316 STAINLESS DISC

BUNA SEATS, NICKEL PLATED D.I. DISC
SIZE: 2" - 12”

2014DWNBN SERIES 2014DLSV SERIES
CLASS 125 CF8M / 316 STAINLESS DISC
CF8M / NICKEL PLATED DISC VITON SEATS, D.l. BODY
SIZE: 4”,6” & 8” SIZE: 2” - 12”

TEBF SERIES GRBF SERIES
CLASS 150 CLASS 300

CF8M / NICKEL PLATED DISC D.l. DISC NICKEL PLATED
SIZE: 27, 3", 4" & 6” SIZE: 47
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N EEDLE VALVES AVAILABLE IN 316 SS & CARBON STEEL

n

= \
MVDS / MVDC SERIES SPV / CPV SERIES SPVB / CPVB SERIES SNA / CNA SERIES
MxF, FxF & MxM MxF & FxF MxF & FxF 6000 PSI @ 200° (SOFT SEAT)
6000 PSI @ 200° (SOFT SEAT) 6000 PSI @ 200° (SOFT SEAT) 6000 PSI @ 200° (SOFT SEAT) 10000 PSI @ 200° (HARD SEAT)
SIZE: 1/4” 10000 PSI @ 200° (HARD SEAT) 10000 PSI @ 200° (HARD SEAT) SIZE: 1/4” & 1/2”
SIZE: 1/4”,1/2”, 3/14” & 1” SIZE: 1/47,1/2”, 3/4” & 1”
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SMPV / CMPV SERIES MSH / MCH SERIES SPV8MLS8FT SERIES HP sSerIes
6000 PSI @ 200° (SOFT SEAT) MxF, FxF & MxM MxF FxF
10000 PSI @ 200° (HARD SEAT) 6000 PSI @ 200° (SOFT SEAT) 10000 PSI @ 200° (HARD SEAT) 30000 PSI @100F (HARD SEAT)
SIZE: 1/2”, 3/4” & 1” SIZE: 1/4” SIZE: 1/2” SIZE: 9/16”

REPAIR KIT AVAILABLE

INSTRUMENTATION MANIFOLD VALVES

2 WAY 5 WAY FLANGE 3 WAY FLANGE

6000 PSI 6000 PSI 6000 PSI
316 STAINLESS STEEL 316 STAINLESS STEEL 316 STAINLESS STEEL
SIZE: 1/2” SIZE: 1/2” SIZE: 1/2”

2 VALVE BLOCK & BLEED

} MxF
6000 PSI
5 WAY DIRECT MOUN 316 STAINLESS STEEL
6000 PSI BLEED PORT
316 STAINLESS STEEL RTFE SEATS
SIZE: 1/2” SIZE: 1/2”

INSTRUMENTATION BALL VALVES VENT PLUGS

AVAILABLE TYPE:

TFE SERIES TEB SERIES

3 WAY BALL VALVE 6000 PSI . [ l 316 SS & CS
6000 PSI 316 STAINLESS STEEL ASME B1.20.1
316 S8 SIZE: 1/4”, 3/8” & 1/2” 10,000 PSI
SIZE: 1/4” B &= i SIZE: 1/2”
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CHECK VALVES

DITVCV SERIES 876 SWING SERIES 871 LIFT SERIES
300 - 2000 PSI WOG 1975 PSI /800 CLASS 1975 PSI / 800 CLASS
CF8M DISC VITON SEAT CONVENTIONAL PORT CONVENTIONAL PORT
SIZE: 1” - 4”7 SIZE: 3/8” - 2” SIZE: 1/2” - 27

 J) S '
CSTVCV SERIES 5200 & 5300 CV SERIES INVCSS SERIES INCVBR SERIES
300 - 5000 PSI WOG 200 & 300 PSIWOG 6000 PSI 316SS 3000 PSI BRASS
CF8M DISC VITON SEAT METAL TO METAL SEAT BUNA, VITON, AFLAS BUNA, VITON, AFLAS
SIZE: 17 & 2“ O-RING SEAT SIZE: 1/8”, 1/4”,1/2”, 3/14” & 1” SIZE: 1/8” & 1/4”
SIZE: 1/2” - 4”

GATE 851 series

1975 PSI FORGED STEEL
CONVENTIONAL PORT

800 CLASS

API 602/598

ANSI B1.20.1/B16.34

NACE

SIZE: 1/2” -2 1/2”

GLOBE 860 serIEs
: 1975 PSI FORGED STEEL

CONVENTIONAL PORT

800 CLASS

API 602/598

ANSI B1.20.1/B16.34

NACE

SIZE: 1/2” - 2"

4

GAUGE COCK

GATE 4000G SsERIES

200 WOG 125 WSP
FULLPORT B or = TN < # #
- -
) & ) &
; i ; b
SIZE: 1/2”- 4”
E E
WATER GAUGE COCKS WATER GAUGE COCKS
500 PSI WOG 400 PSIWOG
CARBON STEEL BRONZE, DR x CL
SIZE: 1/2" NPT x 5/8" OD GLASS SIZE: 1/2" NPT x 5/8" OD GLASS

HP SERIES NEEDLE VALVE & ACCESSORIES

MALE ADAPTOR GLAND NUT BLANKING PLUG

316 SS W/ COLLAR 316 SS
SIZE: 9/16” 316 SS SIZE: 9/16”
SIZE: 9/16”
@ ' I l
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i HP SERIES
FxF - 316 SS BODY
B 30000 PSI @100F
e ™ (HARD SEAT)
P eal? SIZE: 9/16”
. REPAIR KIT AVAILABLE






