
LINE PIPE COUPLING

* Due to the continuous development of our products, design or construction may change without prior notice.

Specification:
These Line Pipe Couplings are manufactured accordance with API 5L 
specification:

Line pipe coupling in
• size up to 1 ½” are black lacquer
• size 2” and above are phosphated and black lacquer, only 2-1/2” is not phosphated
• Rated at 300 PSI 

Material:  L245 or B

568A MTSA:epiP
1.02.1.B EMSA/ISNA:daerhT

SIZE O.D. TOLERANCE L +/-1.6 L1 D1
1/8 0.563 ±0.015 1.063 0.118 0.461
1/4 0.720 ±0.015 1.625 0.130 0.602
3/8 0.874 ±0.015 1.625 0.114 0.736
1/2 1.102 ±0.015 2.125 0.157 0.902
3/4 1.315 ±0.015 2.125 0.154 1.114
1 1.575 ±0.015 2.625 0.224 1.378
1 1/4 2.055 ±0.015 2.750 0.228 1.724
1 1/2 2.201 ±0.015 2.750 0.244 1.965
2 2.874 ±1% 2.875 0.236 2.469
2 1/2 3.374 ±1% 4.122 0.492 2.969
3 4.000 ±1% 4.248 0.472 3.594
4 5.201 ±1% 4.500 0.492 4.594
6 7.390 ±1% 4.875 0.587 6.720

Dimensions (IN) 


